
The Phoenix Controllers 
 
The Phoenix is available in several 
forms, all operated with a small 
PLC, and they all backwash from 
one of three inputs; differential 
pressure, timer and manual button.  
 
Turbo Action 
 
The spinning action created by the 
design of the Phoenix keeps the 
dirt away from the coils for longer 
allowing a greater quantity to be 
collected before a backwash is 
required.  

The Phoenix Combo combines the 
Phoenix filter with a pump to 
produce a complete filtration 
package which is simple to order 
and easy to install 

The Phoenix Combo 

High Efficiency Filters 

 Stainless steel body 

 Absolute filtration from 10 to 
400 microns 

 No interruption to system 
flow during backwash 

 Fully automatic 

 Turbo action for economical 
backwash 

 Suitable for temperatures up 
to 90°C 

 Flow rate up to 18 l/s  

 100% clean with every 
backwash 

 Suitable for pressures up to 
10 bar 

 User friendly low voltage 
control systems, with low 
current draw 

 Low maintenance 

 5 year guarantee on filter 
elements 

 
Suitable Applications 
 

 Chilled and hot water circuits 

 Food and pharmaceutical 
applications 

 Cooling towers 

 Remote sites 

 Potable water 

 Borehole water 

The Phoenix Valve 

At the centre of the Phoenix filter is 
a stainless steel and plastic valve 
which controls the backwashing of 
each filter coil in succession, 
leaving the other five elements on 
line.  

Publication: Phoenix-TCF-2 



Phoenix Performance 

Specification 
 
Materials 
Filter Coil Stainless steel (316 grade) 
Filter Cage Stainless steel (316 grade) 
Body  Stainless steel 
Valve  Stainless steel and/or  
  plastics 
Seals  Fluorocarbon, nitrile,  
  EPDM* 
 
Connections 
Inlet  3” ANSI 150 4 bolt flange* 
Return  3” ANSI 150 4 bolt flange* 
Backwash ¾” BSP female threaded 
 
Electrical Supply Options 
12Vdc, 24Vdc, 110-240Vac PSU available 
 
Number of Elements 
6 per unit 

 
 
Maximum Recommended Flow Rate 
18 l/s (65m³/hr) 
 
Maximum Operating Pressure 
10 bar 
 
Maximum Operating Temperature 
90°C 
 
Filter Ratings 
10, 20, 25, 35, 50, 75, 100, 150, 200, 400µm 
 
Backwash Control 
Adjustable differential pressure 
Default interval  factory set* 
Default duration  factory set* 

 
* Other materials and/or settings can be 
accommodated at time of order. 

Phoenix Filters may be installed in parallel to meet higher flow rates. 
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**This dimension is based on the C type Phoenix. 

100% Cleaning with Every Backwash 

Filtering  Backwashing 
 
The zero gravity filter coil design enables 
filter elements to be completely cleaned with 
every backwash, minimising backwash 
frequency and water consumption. 
 
Filtration Ratings 
Filter elements are available in a range of 
sizes from 10 to 400 microns and are 
completely interchangeable. In some heavily 
contaminated systems it may be 
advantageous to install a set of coarse or 
‘commissioning’ elements in the early stages 
of filter operation and then replace them with 
finer elements once the filter system has 
stabilised.  

Distributed By: 

High Efficiency Filters 


